











3G 3.37/4.5” ROUND FIXED DOWNLIGHT

LIGHTING FLANGELESS MILLWORK

NC/IC - NEW CONSTRUCTION HOUSING (FOR NEW CONSTRUCTION ONLY)

INSTALLATION INSTRUCTIONS

ﬂ BAR HANGER INSTALLATION
(IF SUPPLIED BY 3G)

BAR HANGER
(OPTIONAL)

1A STRUCTURE

(BY OTHERS)

(BY OTHERS)

CHANNEL

FURRING STRIP—j

1/2” EMT (x2)—j

1/27x 1-1/2"—
CHANNEL -

g OTHER BAR HANGER INSTALLATION
(NOT PROVIDED BY 3G)

POSITION 5/8" - 3/4”
BAR HANGERS

2 POSITIONS FOR
1/2” BAR HANGERS

BUTTERFLY BRACKET
SIDE VIEW

REMOVE ELECTRICAL BOX KNOCKOUT LID TO ACCESS WIRING

WIRING LEGEND

PURPLE (DIM+)

®MAKE WIRING CONNECTIONS

FIXTURE TYPE

CEILING HOLE SIZE

DZ33R

8 3.525”

DZ45R

©4.780”

INSTALL CEILING BELOW FIXTURE

5]

INSERT LED ASSEMBLY INTO CEILING

5A

\— QUICK-CONNECT CABLE

CONNECT QUICK-CONNECT CABLE TO LED ASSEMBLY
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3G

LIGHTING

3.37/4.5” ROUND FIXED DOWNLIGHT
FLANGELESS MILLWORK

DRIVER SERVICING

INSTALLATION INSTRUCTIONS

MNCF - NEW CONSTRUCTION FRAME

® DISCONNECT POWER BEFORE SERVICING

—LED ASSEMBY

HANDLE—-

PULL DOWN ON HANDLES TO UNCLIP LED ASSEMBLY FROM CEILING

3

)
ey

\— QUICK-CONNECT CABLE

DISCONNECT QUICK-CONNECT CABLE FROM LED ASSEMBLY

5]

5A

CEILING—s
CcuTOUT

DRIVER———

DISCONNECT 5-WIRE CONNECTOR

\—S-WIRE CONNECTOR
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